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Eris LED Tri-Proof Light

Eris LED Tri-Poof light are the heavy-duty, su-
per-bright alternative to traditional tube and
strip light fixtures. They are dust tight as well as
water and impact resistant for use in harsh envi-
ronments. they are extremely durable and
long-lasting LED light fixtures that offer excel-
lent commercial lighting solutions.



Eris LED Tri-proof Light
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® SMD 2835 LEDs
Less light decay, Higher efficiency

End-cap with buckle design

Linkable, has two fixing
connectors on both sides

Features: Materials: Options:
* End-cap with buckle design, easy open and installation « Body: Aluminum e 110V
* Linkable, every lamp has two fixing connectors on both sides « Cover: PC o DALI
* Reuwire inside the housing, easy connection « PWM
* Shock-proof structure design and high-strength alloy shell Colors: * Triac
* Special sealing materials and surface coating treatment « White

Special made that can be fire-proof, water-proof and dust-proof
DALI/0-10V/PWM/Triac Dimming available

aor
B C€
1 A RoHS
compliant
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|P65 YEARS 120°

WARRANTY

S X

ltem Code Description
Power Voltage Frequency Lumen Flux Color Temp CRI Operating Warranty
w vac hz Im k ra c’ yrs
TP-U20W 20 220-240 50/60 2200+5% WW NnwW CwW 80 -20~ +50 3
TP-U30W 30 220-240 50/60 3300+£5% WW NnwW CwW 80 -20~ +50 3
TP-U40W 40 220-240 50/60 4400£5% WW NnwW CwW 80 -20~ +50 3
TP-U60OW 60 220-240 50/60 6600+£5% WW NnwW CwW 80 -20~ +50 3
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Eris LED Tri-proof Light

Light distributions:

[i]
AVEBACE BEAM ANGLE (50%):116.7 DEG

Dimensions (unit mm)

| @ — l;II'II

.=

or—
(L 1]

Installation:

A Ceiling Installation: B Suspended Installation:

R i

C Serial/Linkable Connection:
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