
info@ayanie.com
www.ayanieled.com



Mizar LED Stadium Light
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Mizar LED Stadium Lights are designed to 
replace 400W to 2000W Metal Halide and 
HPS stadium lights. We have Qualified 
LED stadium lights which makes them eli-
gible for rebates through your utility com-
pany. It have so many applications over 
and above lighting up outdoor sports areas. 
They can be used for security lighting, 
flood lighting and on top of large poles.



Mizar LED Stadium Light

Features: Materials:

Options: Accessory:

Colors:

•  Heat sink independent design makes ventilation

•  180° adjustable bracket, more flexible

•  Scientifically designed heat dissipater with better cooling effect

•  Not only for stadium lighting, but also can use as high-pole lamp

•  Two ways of installation, suitable for varies application
•  Whole lamp output efficiency can reach 140lm/w

•   1-10V
•   DALI

•  Body: Aluminum
•  Cover: PC
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Waterproof IP65
LED light source Philips
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Fin style heat sink design

    Aluminum bracketsupport  180° adjustable Meanwell driver
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•  Fin style heat sink design makes the heat dissipation perfect

•  Adjustable for each Module, extend more applications

•  Driver built-in, more safety
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Power         Voltage         Frequency         Lumen Flux         Color Temp         CRI         Operating         Warranty
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Mizar LED Stadium Light

Dimensions (unit  mm)

Light distributions:

03

250w 500w

1000w750w

10° 25° 60°


